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Airborne systems such as lightweight and highly portable unmanned aerial vehicles (UAVs) are becoming
increasingly widespread in both academia and industry - with an ever-increasing range of applications,
including (but not limited to), air quality sampling, wildlife monitoring and land-use mapping.
In this work, high-resolution airborne photogrammetry obtained using a multi-rotor system operating
at low survey altitudes, is combined with ground-based radiation mapping data acquired at an interim
storage facility for wastes removed as part of the large-scale Fukushima clean-up program. The inves-
tigation aimed to assess the extent to which the remediation program at a speciﬁc site has contained the
stored contaminants, as well as present a new methodology for rapidly surveying radiological sites
globally. From the three-dimensional rendering of the site of interest, it was possible to not only generate
a powerful graphic conﬁrming the elevated radiological intensity existing at the location of the waste
bags, but also to also illustrate the downslope movement of contamination due to species leakage from
the large 1m3 storage bags. The entire survey took less than 1 h to perform, and was subsequently post-
processed using graphical information software to obtain the renderings. The conclusions within this
study not only highlight the usefulness of incorporating three-dimensional renderings within radiation
mapping protocols, but also conclude that current methods of monitoring these storage facilities in the
long term could be improved through the integration of UAVs within the standard protocol.
© 2017 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).1. Introduction
March 2017 marked the six-year anniversary of the Fukushima
Daiichi Nuclear Power Plant (FDNPP) accident that occurred on
Japan's eastern coast. Like the Chernobyl accident that occurred
twenty-ﬁve years earlier, the events at Fukushima were similarly
rated at Level 7 on the INES ranking system (IAEA, 2008) e repre-
senting a severe incident with far-reaching global ramiﬁcations. In
these succeeding years, a considerable amount of ﬁnancial expense
has been devoted to the study of the various forms of radiologicalby Dr. Hageman Kimberly Jill.
nnor).
r Ltd. This is an open access articlecontamination that were released into the environment, but also
(and the focus of this work) in the remediation of the large areas of
Fukushima Prefecture that were radiologically contaminated by the
event.
The principal radioisotopes of concern are the highly-volatile
ﬁssion product isotopes of cesium, 134Cs and 137Cs, with half-lives
of 2.0652 and 30.1 years respectively. Both of these species are
strong gamma-ray emitters e formed as fragments from the ﬁs-
sioning of the uranium dioxide fuel used in each of the plant's six
nuclear reactors. As a result of this and the earlier Chernobyl ac-
cident, a large number of studies have examined the behaviour of
radiocesiumwithin the environment. These studies have conﬁrmed
that ﬁne-scale cesium particles have a strong afﬁnity for sorption
on to the frayed-edge sites of microscopic clay minerals (e.g.under the CC BY license (http://creativecommons.org/licenses/by/4.0/).
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erals, both of which are common in soils and comprise a signiﬁcant
component of Fukushima-speciﬁc soil matrices. Once physically
sorbed onto the active-sites, it has been shown that they then
remain strongly bonded - even under harsh chemical regimes that
would not exist within the environment. It is therefore considered
that the transportation of cesium does not occur as discrete isolated
particles, but rather in response to the movement of the larger
minerals that they are bonded to.
As part of the extensive remediation program that is occurring
within the north-west trending plume affected region of Fukush-
ima Prefecture, the uppermost 15 cm of sediment material is being
removed from all contaminated land surfaces along with forest and
all other organic material. Once removed, this material is placed
into approximately 1 m3 high-density plastic storage bags, before
being transported to interim storage facilities ahead of its ﬁnal (yet
to be fully determined) disposal within a long-term storage facility.
It has estimated that approximately 30 million tonnes of contam-
inated soils and wastes will be produced following this large-scale
remediation (Japanese Ministry of the Environment, 2012), pro-
ducing over 10 million bags of waste material. The total cost of this
remediation has been estimated to range from JPY1.55e5.12 trillion
(depending on eventual dose-reduction and decontamination
scenario selected), with upper estimates placed at potentially
exceed JPY16 trillion, if all contaminated forest areas were similarly
remediated (Yasutaka and Naito, 2015).
Many of these small-scale temporary storage facilities exist,
with numerous interim storage facilities (ISF) located across the
entire Fukushima Prefecture. They consist of a secured fenced
enclosure within which several hundred of the storage bags are
carefully stacked - typically between four and eight units high
(Fig. 1). Prior to the location of storage bags the storage facility must
ﬁrst be made suitable. This preparation includes the underlining of
the entire site with an impermeable geo-polymer before being
overlain by a thickness of imported made-ground (Fig. 1). After
preparation of each of the facilities is completed, a vent network is
installed in order to ensure ﬂammable gases (produced as a result
of anaerobic decomposition) do not build-up within the site.
Finally, an impermeable cover is placed over the completed stack to
severely limit water-ingress.Fig. 1. Photograph of a typical waste storage study site within Kawamata (Date DDuring facility preparation, the large black waste bags (stacked
in an offset-cubic arrangement) are not protected against the ef-
fects of water ingress from the typhoon-type meteoric conditions
typical of the region (JapanMeteorological Agency)e it is only after
completion of preparation works that the site is made water-tight.
As well as being classiﬁed climatically as typhoon-affected, the
topography of the Fukushima Prefecture region also presents
several challenges to the remediation effort. In addition to the
inherent difﬁculties associated with the physical removal of ma-
terial from the landscape, the mountainous terrain associated with
the Abukuma Mountains (which constitute a considerable portion
of the plume-affected region) represents a further issue with
respect to the long-term environmental remediation of the region
when combined with the heavy rainfall experienced. As has been
concluded in several works (Nagao et al., 2013; Ueda et al., 2013;
Yamaguchi et al., 2012) investigating the downslope movement of
material (and hence radiation), the enhanced topography is
responsible for dramatically increasing the rate at which this
transport occurs.
Building from the conclusions and ﬁndings of earlier work
developing UAV-based radiation mapping techniques (MacFarlane
et al., 2014; Martin et al., 2015, 2016a, 2016b, 2016c; Connor
et al., 2016), the following text outlines the methods employed to
create a three-dimensional (3D) radiation map of an interim stor-
age facility within the Fukushima Prefecture (Fig. 2). The site in
question sits around 35 km north-west from the Fukushima Daiichi
Nuclear Power Plant (FDNPP). Within this zone, a large number of
bags containing contaminated topsoil have been placed for storage,
with further bags still to be added at the time of the investigation
(October 2016). The process of inﬁlling the bags and placing them
on-site takes approximately between 2 and 4 months to complete
from initiation. During this time, the site in question experienced
anywhere between 494 and 794 mm3 precipitation (Japan
Meteorological Agency), which could feasibly create a contami-
nant transport pathway downslope of the bale stack. The objective
of the current work was to successfully constrain the relationship
between the precipitation, topography and distribution of radio-
logical material across the interim storage facility. Low-altitude
aerial photogrammetry is employed to create a high resolution
digital surface model (DSM), which is overlain with a colour-scaledistrict), Fukushima Prefecture, prior to ﬁnal waterprooﬁng of the structure.
Fig. 2. A regional map view of the location of the modelled site and its proximity to the Fukushima Daiichi Nuclear Power Plant (FDNPP). Air dose rates were obtained from publicly
available data supplied by the JAEA (JAEA, 2017).
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backpack-hosted dual detector system. The arising 3D radiation
map is compared with hydrological simulations derived from the
produced DSM to delineate the relationship between the surface
water movement and distribution of radiological material across
the site. Such amethodology would prove useful for the monitoring
and implementation of site remediation works throughout the
region.
2. Experimental
2.1. Radiation mapping
The basic platform used to conduct the radiation mapping of the
site is described in earlier works by the authors (Martin et al.,
2016a). However, as part of this work, an advancement to the
system was made to enhance the rate of coverage, total sensitivity
and spectral resolution. A schematic of the system is shown in Fig. 3
(a).
At present, the radiological monitoring work within the ISF sites
and the wider Fukushima Prefecture is conducted through the use
of single-spectrometer, ground-based radiation mapping systems.
These surveys are often conducted by different operators for thesame site at different times, meaning that comparability of the
results produced from the survey are questionable. This new sys-
tem comprises a 2.3 m length of low-density polypropylene piping,
80 mm in internal diameter, attached to the backpack of the
operator. At either end of the tubing, at the two points furthest
away from the operator, are located the two radiation detectors and
their associated GPS receivers. The speciﬁc units used within this
system are Adafruit™ Ultimate GPS receivers. These units are
capable of recording position at a rate between 1 and 10 Hz and
present an absolute position accuracy of sub-three metres
(Adafruit). The separation of the two units was in total 2.3 m;with a
distance of 1 m existing between each of the two detectors and the
centrally-positioned operator. At their position away from the
operator, the effects of bodily-attenuation that can reduce mea-
surement values by approximately 35% (Buchanan et al., 2016;
Jones and Cunningham, 1983) are eliminated/considerably
reduced. The advantage of using this dual detector conﬁguration
over simply correcting the recorded data for the attenuation by the
operator is that it removes the need for an operator speciﬁc
correction in the calibration process. As no two operators will have
exactly the same body masses/shapes, differing levels of attenua-
tion will be occurring between different surveys of the same area.
Whilst this not only makes the data simpler to process post-
Fig. 3. Graphical representation and image of the (a) the two-detector ground-based radiation mapping system and (b) low-altitude unmanned aerial vehicle equipped with digital
camera for photogrammetry reconstruction.
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different operators throughout time without losing repeatability/
comparability between the results recorded in separate surveys in
the same area.
For this work, two SIGMA-50™ (Kromek Ltd., Co. Durham, UK)
NaI(Tl) gamma-ray spectrometers were used - over the smaller
GR1™ (Kromek Ltd., Co. Durham, UK) cadmium zinc telluride (CZT)
detectors employed previously. Each of these detectors consisted of
a 100 x 100 x 200 single crystal of scintillator material encased within a
1 mm thick aluminium casing. During use, both detectors were
positioned with their long-axis parallel to the ground surface for
greatest sensitivity (Fig. S1). The maximum count-rate of each de-
tector was 30,000 counts per second (CPS), with a total energy
range of 0e1.5 MeV across the unit's 4096 channels. Whilst both
the detector and GPS receiver were mounted at the end of the
length of tubing - the associated control electronics for the two
units were located inside the operator's backpack. The operator
walked throughout the entire area of the site, including walking
over the surface of the stacked bags of contaminated topsoil. Data
was recorded simultaneously, in real-time, onto micro SD-cards for
subsequent data processing and interpretation.
Calibration of the units was crucial to ensure thatmeasurements
taken by each of the detectors were directly comparable and results
accurate. Prior to ﬁeldwork within a laboratory setting, both units
were calibrated by positioning differing activity radiocesium
sources at varying separations from each detector. The results of
this calibration are presented in Fig. S2 - from this plot it is apparent
that measurements from both units are directly comparable to one
another. To calculate the conversion between the measured in-
tensity in counts per unit time and air dose rate (mSv h1), a single
detector was placed alongside a RADEX (Moscow, Russia) dose-
meter and exposed to a variety of radiocesium sources of
differing activities at a range of distances. For each measurement,
the counts from the detector were recorded with the dose
measured and plotted in Fig. S3. The calculated linear relationship
was subsequently used to convert the counts per second to air dose
rate within the ﬁnal map.
Whilst in the ﬁeld, a further calibrationwas conducted to ensure
that measurements from both of the gamma-ray spectrometers
were directly comparable. To achieve this; the operator would walk
along a predetermined path in one direction, before turning around
and returning to the start point along the same route - exposing
each of the detectors to the same radiation ﬁeld. A comparison ofthe measurements obtained by each detector is shown in Fig. S4.
Like the laboratory-based calibration, the results of this calibration
reveal the high-degree of similarity between both detectors during
the two test transects.
2.2. Unmanned aerial vehicle
After performing the radiation survey of the site using the
backpack mounted system, an unmanned aerial vehicle (UAV) was
used to capture an array of substantially overlapping images for a
photogrammetry reconstruction of the site (Fig. 3 (b)) (section 2.3,
below). The UAV used to capture the images was a lightweight
system designed and constructed at the University of Bristol (UK),
and consisted of a platform with an X4 conﬁguration, powered by
two lithium-polymer (LiPo) batteries. Carrying a 125 g digital
camera, the system was capable of a total ﬂight time of 30 min of
typical operation on a single charge of its batteries. For ﬂexibility
and to reduce the overall cost of the platform to approximately
£500, the UAV was constructed entirely out of commercially avail-
able parts with no speciﬁc machining of parts required.
For each ﬂight, both take-off and landing were controlled by the
operator using conventional hand-held remote controls. An initial
system test was also performed at this point prior to undertaking
the autonomous survey. Once airborne, the UAV conducted image
acquisition of the site fully-autonomously via a series of pre-
programmed GPS waypoints and altitudes - at a constant ground-
equivalent velocity of 1.0 m s1.
2.3. Photogrammetry
Photogrammetry is a method of extracting geometric informa-
tion from a series of overlapping 2D images of an area without the
requirement for being in direct contact with its surface (Schenk,
2005). In applications relating to the remote sensing of the envi-
ronment, this terrain reconstruction technique is a low-cost
method with which to generate centimetre accurate digital sur-
face models (DSMs); permitting the representation of any envi-
ronment in three dimensions.
The camera used during this study was a Panasonic™ Lumix™
Tough Compact camera (model: DMC-FT30EB-D). This 16.1 mega-
pixel system contained a 6.17  4.55 mm CCD sensor with both
automatic image stabilisation and focusing - being able to acquire
an image in continuous shooting mode up to eight times per
D.T. Connor et al. / Environmental Pollution 234 (2018) 610e619614second. In order to obtain the images needed for the reconstruc-
tion, the lightweight unit was placed at nadir to the surveyed
ground surface and images captured at a rate of one every second.
To achieve both the greatest spatial resolution possible whilst
covering the largest area of the site possible, the survey was con-
ducted at an altitude of 30 m above ground level (AGL) - the ﬂight
lines are represented by the individual camera locations in Fig. 5
(a). In total, 559 images were used for the reconstruction of the
3904 m2 study area. The combination of the low ﬂight altitude and
the high number of source images results in an excellent degree of
overlap between adjacent images (>90%) such that the majority of
points within the site feature in greater than nine images used in
the photogrammetric construction (Fig. 5 (a)). In typical photo-
grammetry reconstructions, a good level of overlap is considered to
be approximately 80% between on-lapping (overlapping images in
the direction of ﬂight) images and 60e80% between side-lapping
(overlapping images perpendicular to the direction of ﬂight) im-
ages (Colomina and Molina, 2014).
The processing of the raw aerial images was conducted using
AgiSoft Photoscan™. This commercial software package is widely
used in environmental remote sensing due to its powerful capa-
bilities in producing georeferenced DSM and orthophoto ﬁles in
numerous coordinate systems; which can then be exported to
geographic information systems (GIS) in order to be further
manipulated or analysed with extra geospatial datasets (AgiSoft
LLC, 2012). Photoscan™ is considered a largely autonomous pro-
cess for creating 3D models, requiring only small inputs from the
user in order to achieve a basic model. A generalised workﬂow for
building a textured 3D model consists of aligning the images
through pixel matching algorithms to form a 3D point-cloud.
Following this, a surface mesh is interpolated between these
points, which is then textured using colour information from the
original source images used initially in the earlier alignment pro-
cess (AgiSoft LLC, 2012).
In extracting the 3D points for the initial sparse point cloud,
Photoscan uses a series of algorithms to ﬁrst detect features on a
series of reference images and then matches these to correspond-
ing features within further images. On features with matches of
good probability in a number of images, a least squares estimate is
applied and any outliers removed from the matching. This process
is similar to the Scale Invariant Feature Transform (SIFT) algorithm
outlined by Lowe (2004), albeit with some alterations (Gonçalves
and Henriques, 2015). With the conjugate sets of points between
images identiﬁed and optimised, a network bundle adjustment
algorithm is applied. This algorithm works towards providing the
optimal solution of the 3D scene geometry using the estimated 3D
scene coordinates, the camera poses and their calibrations (Triggs
et al., 2000). The camera positions and parameters used within
this step are retrieved from the EXIF data stored within the meta-
data of each JPEG image used in the alignment process.
Whilst the positions of the camera can be retrieved from the
image metadata, a series of ground control points (GCPs) are
needed to properly georeference the point cloud directly to a spe-
ciﬁc coordinate system and to a good degree of accuracy.Within the
investigation area, ﬁve GCPs of known location were used - four
located towards each corner of the site and one to the eastern edge.
These locations were identiﬁed within the un-georeferenced point
cloud and the bundle adjustment algorithm reapplied to optimise
the point cloud into the WGS 1984 coordinate system.
Following the construction of the sparse point cloud, a multi-
view stereo algorithm is used to create a dense point cloud
(Gonçalves and Henriques, 2015). There are a number of recon-
struction options to choose from during this step, referring to how
much of the overall resolution is to be used from the input images.
These range from ‘Ultra High’ (which uses the full initial imageresolution) to ‘Low’. The choice of appropriate resolution depends
on the computing power available; for example, an investigation
with an input of 500 images at a 12 megapixel resolution will
require around 32 GB of available memory to fully reconstruct the
dense point cloud at the ‘Ultra High’ reconstruction setting. In
contrast, choosing the ‘High’ reconstruction setting for the same
scenario requires an available memory of 8 GB (AgiSoft LLC, 2012).
In light of this, the ‘High’ resolution (50% of the resolution of the
source images) reconstruction setting was chosen to create the
dense point cloud for the site, owing to the large number of images
at a 16.1 megapixel resolution. The resultant DSM presented a
resolution of 2.97 cm pixel1 with a total RMS error of 1.3 pixels.
Following on from the selection of the ‘High’ resolution recon-
struction mode, the orthophoto resolution is 1.49 cm pixel1. The
ﬁnal 3D surface model was created by overlaying the orthophoto
onto the DSM surface within ArcGIS (section 2.4., below).
2.4. Model production
The construction of the 3D radiation map was conducted within
ArcScene (the 3D visualisation front-end to the 3D Analyst exten-
sion of ESRI's ArcGIS package). The process combines the individual
results of the radiation mapping survey and the photogrammetric
reconstruction into a single interactive 3D radiation map. The ra-
diation data, imported into ArcGIS as an XYpoint dataset (a series of
individual points containing position, estimated altitude and radi-
ation intensity data), was converted into a shapeﬁle and interpo-
lated to a continuous surface representation (a 32 bit ﬂoating point
raster) using an inverse distance weighting (IDW) interpolation
algorithm - pixels within the output raster ﬁle that have numerous
measurements falling within their boundaries were instructed to
use the average of these values. The resulting map was colour
scaled according to a four-group classiﬁcation, ranging from 0 to
5 mSv h1, and contoured for clarity according to these break values.
To complete the model, the colour-scaled radiation map was dra-
ped onto the 3D surface model at a constant elevation offset of 1 m
above the DSM surface, which represents the approximate height
above ground level that the measurements were recorded at
throughout the survey.
3. Results and discussion
The results of the ground-based radiation mapping survey
conducted over the site are shown in Fig. 4. As anticipated from a
site that has seen extensive remediation and pre-treatment prior to
transformation to a storage facility, the majority of the observed
radiation anomaly exists within the boundaries of the stacked
waste storage bags (area deﬁned in Fig. 4). However, a distinct
radiological signature exists away from the position of this conﬁned
waste material, downslope to the south.
Through the use of high spectral-resolution gamma-ray spec-
trometers, the nature of the radiation can be determined through
the analysis of the gamma-rays emitted e a feature not available
when using simpler and cheaper Geiger-Muller (GM) based units.
The gamma-spectra obtained from three positions across the site (i,
ii and iii) are shown in Fig. 4 (bed) respectively. Apparent is the
identical nature of each of these spectra; showing the characteristic
peaks of the highly-volatile and high-yield ﬁssion product cesium.
Each of the spectra (i, ii and iii) all show contributions from both the
shorter-lived isotope 134Cs (peaks at 569, 605 and 796 keV, half-
life ¼ 2.0652 years), which has subsequently decayed through
several half-lives since its release into the environment, as well as
the longer-lived 137Cs (peak at 662 keV, half-life ¼ 30.17 years) -
which will present a radiological hazard for the foreseeable future.
As a direct result of the prevailing climate within this region of
Fig. 4. Radiation map of the region (location of material shown) (a), with the gamma-ray spectrum obtained from the three positions shown (i, ii and iii as plots b, c and
d respectively). The energies of each of the peaks are identiﬁed, resulting as the product the decay of 134Cs (569, 605 and 796 keV) and 137Cs (662 keV) respectively.
D.T. Connor et al. / Environmental Pollution 234 (2018) 610e619 615Japan (being characterised by typhoon conditions with extensive
rainfall events) and the exposed nature of thewastematerial stored
at these sites, there is the strong likelihood that material will be re-
mobilised and transported from its point of origin - suchmovement
has been shown to occur by a number of earlier works on sitesacross the affected Fukushima Prefecture (Evrard et al., 2013; Ueda
et al., 2013; Yamashiki et al., 2014). This movement is seen to
represent the transport of mineral and ﬁne-scale particles in the
environment onto which the radiocesium is strongly sorbed.
Whilst plans are currently being devised for the long-term
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be safely stored, it was envisaged that these small temporary fa-
cilities would provide suitable safe and secure storage of material
whilst these ﬁnal strategies are produced. Despite this, the escape
of contamination is evident from this particular store; which had
yet to be completed by covering the large 1 m3 bags with an
impermeable membrane to prevent against further water ingress
and subsequent radioisotope-laden outﬂow.
The high-resolution modelling of the site, shown in Fig. 5 (b),
illustrates a 3D snapshot of the distribution of the radiological
material at the time of the ﬁeld investigation (October 2016). In
parallel to this investigation, a small number of radiometric mea-
surements were recorded at a second site that had not yet been
subjected to the pre-processing efforts applied to themodelled site.
The results demonstrated that a suitable approximation for the
initial intensity (before any pre-processing) for sites in this area
range between approximately 3.2e3.6 mSv h1. Whilst no compa-
rable value was recorded for the modelled site (as it had already
undergone pre-processing at the time of the investigation), it isFig. 5. a) 2-dimensional rendering of the study site (left) alongside camera locations (black
study site. A coloured scaling depicting the measured radiation intensity is overlain onto th
ﬁgure legend, the reader is referred to the web version of this article.)reasonable to assume that the remediated intensity levels would be
reduced by this pre-processing.
Across the site, more than 7000 individual measurements were
recorded by the dual detector system. The average intensity value
was calculated to be 3.80 mSv h1 for the site as a whole, whilst the
average intensities for the areas both enclosed by the bale stack and
outside this perimeter were calculated as 4.02 and 3.70 mSv h1
respectively. Through visual inspection, there exist three main re-
gions of interest within the site; all displaying elevated ‘hotspot’
levels of radiation intensity (herein ‘hotspot’ refers to regions of
measured intensity exceeding 4 mSv h1 (the mean intensity of the
bale stack and indicated by the colour red in Fig. 5 (b)). As expected,
the largest hotspot (i) is focussed directly within and immediately
surrounding the bale stack, indicating that a large proportion of the
radiological material is contained within this region. The geometry
of this high intensity region and the bale stack correlate reasonably
well, although localised variation in measured intensity is
observed, where values drop to as low as 2.8 mSv h1 in small
pockets (blue within Fig. 5 (b)). There could be several possibledots) and the image overlap data for the site (right). b) 3-dimensional rendering of the
e photogrammetry-derived data. (For interpretation of the references to colour in this
D.T. Connor et al. / Environmental Pollution 234 (2018) 610e619 617explanations for this observed pattern. For instance, the existence
of natural variability in the distribution of radiological material in
the initial contaminated topsoil. Alternatively, there could be some
element of self-shielding occurring within the stack, which could
introduce a directional component to the gamma-ray emission;
reducing measured intensity within certain parts of the survey
according to the source-detector geometry. This effect would
possibly be further ampliﬁed by the directional sensitivity of the
two SIGMA-50™ detector units, which can produce a disparity of
up to 0.3 mSv h1 between source-detector geometries focussed on
its long axis and cross-sectional face (Fig. S1). The effects of this
would be most prevalent when surveying alongside the long-axis
borders of the bale stack, where most of this localised variation is
observed.
The further two hotspot regions (ii) and (iii) suggest that the
proposed containment of the material within the perimeter of the
bales has been unsuccessful. These zones would represent a major
concern for the authorities involved in constructing and main-
taining this interim storage facility as they depict a migration of
radiological material from the bale perimeter and into the envi-
ronment. The hotspot at (ii) seemingly extends from the southern
perimeter of the bale stack more than 30 m past the south-eastern
limits of the modelled site. In contrast, (iii) seemingly extends
around 15e20 m towards the south-western corner of the
modelled site and past the limits of the investigated area. The di-
rection and magnitude of the migration of the radiological material
through this site is likely facilitated through the surface runoff
processes: both hotspots appear to show downslope migration
from the southern edge of the large bale stack, exhibiting erratic
stream-like geometries, as illustrated by surface hydrological
effects.
In order to visualise these effects on the hotspot regions, further
workwas conducted to determine the ﬂowaccumulation across the
site. By using a representation of the local surface (DSM) and
splitting this area into a raster grid, a ﬂow accumulation dataset
determines the amount of water accumulating within a cell by
calculating the number of upslope cells that drain into the cell. The
surface representation is usually a digital terrain model (DTM) or a
digital elevation model (DEM), which the algorithms use to deter-
mine the magnitude of the ﬂow accumulation based upon the
topographic geometry of the area. Within the output dataset, cells
with high values can be considered as areas of concentrated ﬂow,
which will help to identify the presence of stream ﬂow regions
within an area (Jenson and Domingue, 1988)
The output dataset from the hydrological modelling is shown
overlain onto the radiation model in Fig. 6. From this, a few con-
clusions about the basic hydrology of the site can be drawn: Firstly,
the bale stack sits on a slight topographic high relative to the outer
fringes of the site, which is likely to be an intentional product of the
pre-processing procedure; deliberately directing ﬂow away from
the bale stack towards the southern and eastern/western fringes of
the site. Evenwithout the aid from the ﬂow accumulation data, it is
evident from the model that water accumulates within the stream
channel that runs parallel to the western boundary of the site,
indicated by the standing water visible within the orthophoto. The
accumulation data indicates a good ﬁt with this, illustrated by the
large ﬂow accumulation zones draining into this channel (Fig. 6 (i)).
The locations of the signiﬁcant ﬂow accumulation zones within this
south-west corner are complementary to the location and
morphology of the radiological hotspot and provides good evidence
for the mechanism by which the radiological material is trans-
ported to this corner of the site. However, a problem with this
summation arises when considering that this hotspot (Fig. 5 (b) (ii))
should therefore sit in this channel and likely take on its
morphology - as this is where material is most likely depositedwithin the site. This could however, be explained by considering
that transportation of radiological material is only likely to occur
when the relative energy of the water ﬂowing across the site is
sufﬁciently large (i.e. following a heavy storm or typhoon). Hence,
the shallow channel would likely overﬂow, allowing material to
spread beyond the boundaries of the site. Alternatively, this
observed distribution could be distorted by data obtained from
outside of the remediated area of the ISF (beyond the perimeter
fence), which was recorded at the very start of the survey into the
site. If this area is indeed unremediated relative to the interior of
the site, then it could be creating an erroneously high intensity
region close to the perimeter of the site and hence, falsely represent
the migration of material past the channel. To sufﬁciently conclude
as to whether the observed distribution is true, further investiga-
tion - for example soil sampling and screening - is required.
Towards the eastern boundary of the site, the ﬂow is less easily
deﬁned on inspection of the orthophoto alone. However, the ﬂow
accumulation overlay illustrates that the ﬂow occurs most strongly
due south from the south-eastern corner of the bale stack, with
further minor accumulation occurring in an easterly direction to-
wards the vegetated bank on the outside of the site's fence. Once
more, the location and morphology of the hotspot (Fig. 5 (b) (iii)) in
this region reﬂects the ﬂow accumulation well, indicating that
surface ﬂow across the site is likely to be the main transportation
mechanism deﬁning the hotspot regions away from the bale stack.
Thus far, only radiometric signatures of above 4 mSv h1 have
been considered as representative of material transport from the
bale stack. This consideration reﬂects the lack of conﬁdent
knowledge of the radiometric intensity of the site after the pre-
processing but before the emplacement of the bales. If the reme-
diation of the site within the pre-processing step was largely suc-
cessful in reducing measurable intensity levels, then the issue of
material transport across the site could be considerably more
worrying for the responding authorities. Regions of transported
material in this case could possibly be represented by measure-
ments exceeding approximately 3.0e3.4 mSv h1 (depending on the
success of the remediation efforts). This would mean that every-
thing represented yellow or red on the model would be considered
to be re-mobilised material. Without this conﬁdent knowledge
however, the previous deﬁnition stands as the qualifying factor.
Although the results from the hydrology study and the hotspot
locations can be considered complementary, there are limitations
to consider when using this method to illustrate the observed
migration of radiological material around this location. The use of a
DSM to represent the land surface is the major issue. A DSM rep-
resents all the features of the sampled land (the ground surface,
buildings and vehicles in this case) as part of the topographic land
surface, creating a continuous mesh between all the points used
within the reconstruction. This therefore represents the bale stack
as a fully impermeable surface that water must ﬂow over instead of
inﬁltrating between (or through) the constituent bags in the stack.
This implies the creation of erroneous artefacts of accumulation of
ﬂow in areas on and proximal to the bale stack, but is unlikely to
affect accumulation results too much further aﬁeld from the stack
boundaries, hence the ﬁndings discussed above remain valid. The
alternative to this would be to use a digital terrain model (DTM),
which would represent only the basic topography (no buildings,
vehicles or bales). Whilst this would also not fully represent the site
(as the bales would not be present) the two models would provide
end-member hydrology datasets which could be used in tandem to
improve the subsequent interpretation.
A further problem exists within the photogrammetric surface
reconstruction, which experiences greater error towards the fringes
of the surveyed area due to the reduced number of shared points
between different photos (Fig. 5 (a)). This may be inserting poorly
Fig. 6. 3-dimensional rendering of the study site with the ﬂow accumulation dataset overlain onto the surface. Low level accumulation data (<94 upslope draining cells) has been
removed to increase clarity.
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depressions in the model that do not exist within the surface of the
site - which would propagate into the results from the ﬂow accu-
mulation study (i.e. Fig. 6 (iii)). Subsequently, this reduces the
certainty in the conclusions for the regions very close to the exte-
rior of the modelled site. For this study however, the regions of
interest with respect to the radiation measurements do not fall in
any low conﬁdence zone (i.e. Fig. 6 (iii)). Future work to reduce
these factors will include using 3D scanning LiDAR systems as a
UAV payload, creating the possibility to produce both DSMs and
DTMs with millimetre accuracy. This would allow for both end-
member ﬂow accumulation studies to be analysed to further
constrain the transportation pathways across the site.
A ﬁnal consideration of the limitations within this methodology
is the contribution of GPS error throughout the site survey. The
Adafruit™ GPS receiver presents an absolute position accuracy of
approximately 2.5e3 m. Whilst this is a standard accuracy across
the units available on the market, it presents the possibility that
some of the intensity readings could be erroneously located within
a 2.5 m radius of their actual position, which could have negative
implications on the subsequent interpretation of the arising in-
tensity map. However, the advantage of the dual GPS system (with
a constant 2.3 m separation between each unit) within this inves-
tigation is that erroneously locatedmeasurements can be identiﬁed
before the interpolation of the data points within the post-
processing stage, allowing for greater conﬁdence within the accu-
racy of the positioning of this system. In the future, moving to a
differential GPS systemmay be prudent; these systems contain two
individual receivers e one static (ground station), the other based
on the moving device - that communicate with each other as well
as the space segment of the GPS network. By tracking the position
of the moving receiver relative to the orbiting satellites and the
static ground station, position accuracies on the order of centi-
metres can be achieved (Mueller et al., 1992; Jiang and Sun, 2017).4. Conclusions and future work
This work has successfully shown (i) the application of com-
bined ground-based radiation mapping alongside airbornephotogrammetry for providing a highly-visual representation of a
contaminated site, and (ii), that the movement of radiological
material is occurring from this, and potentially other, waste storage
facilities within Fukushima Prefecture.
In contrast to “traditional” radiological surveys whereby the
results obtained are expressed simply as a scaled overlay onto a
background map, the combined application of an initial foot-based
survey and a later aerial survey has shown to be an enormously
powerful method with which to visualise contamination over a
three-dimensional surface. Applying ﬂuidic processes to the model
has also permitted the study of resultant species transport.
The site is similar to hundreds of others located around the
Fukushima area, with many other sites however being considerably
larger in their spatial extent. Whilst measures are put in place to
guard against contaminant outﬂow post-completion of the project
(by installation of an impermeable barrier) as is evidenced here,
considerable contaminant transport has already occurred prior to
this action occurring. As a result, further studies of other such sites
are duly required in order to establish how widespread these
ﬁndings are and if measures need to be enacted early on during the
construction of these facilities in order to prevent against
contaminant outpouring.
The entire ground-based radiological survey of the approxi-
mately 40  100 m site was undertaken in a total of 20 min -
walking over the uneven morphology of the site. The subsequent
aerial photogrammetry survey was also performed in under a total
of 20 min e combined representing an extremely rapid method of
site characterisation. Using a low-cost digital camera reduces the
total operating cost of the platform considerably when compared
with other digital surface reconstruction techniques such as 3D-
scanning LiDAR, where the cost of such units can typically exceed
$50,000. One drawback, however, in the use of airborne photo-
grammetry is the time and computational performance required to
post-process the data obtained from each survey ﬂight.
Whilst the use of the novel dual-detector system offers the
capability for increased repeatability and comparability between
surveys conducted by different operators, it does not represent the
optimal solution for maximum repeatability between surveys
across the temporal domain. This is because the system is
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exactly the same survey lines, at exactly the same speed. These
factors become even more of a problem when using different op-
erators to repeat the same surveys, as is the case within the
radiological monitoring procedure currently being used within the
ISF sites. These problems could be overcome by incorporating in-
tegrated UAV systems within the standard radiological monitoring
protocol. These systems are capable of ﬂying pre-programmed
waypoint routes, which can be stored and reused whenever
required, creating the capability for fully repeatable surveys irre-
spective of the operator (as long as the pre-programmed ﬂight
parameters remain constant). It would seem therefore, that for the
application of radiological monitoring over the temporal domain,
UAVs represent a valuable and under-utilised resource.
Current work is continuing to evolve the airborne system still
further. This work will see the UAV perform simultaneous airborne
radiation mapping alongside digital image capturing. Post-
acquisition, the application of digital ray-tracing simulations to
back-trace the detected radiation to its emission source will be
applied to the data obtained. Further ﬁeldwork within the
Fukushima Prefecture is planned for June 2017, including a re-visit
to the modelled ISF within this investigation. A key aspect of this
further work will be to determine the viability of UAV-based radi-
ation surveying to repeatedly map waste storage sites, producing
exactly comparable data between surveys of the same site taken
but at different times. Such a capability would prove invaluable for
improving the quality of the existing monitoring programme in the
Fukushima prefecture.
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